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TermoFlow© is a collector system that warm air with 
the  sun,  its  main  features  are  lightness  and  quick 
response to solar radiation, it take only few minutes to 
work.  
This  allows   to  take  advantage  of  all  the  available 
sunlight,  even in  situations  of partially covered and 
cloudy  sky.
Its  lightness  also  allows  you  to  install  almost 
anywhere.  
Its installation is simple and fast and does not involve 
very invasive operation, it need two simple holes in 
the wall, made by a simple drill with suitable milling 
tool.
On the inner side of the wall you see only two small 
grids, one that houses the fan sucks air from the room 
and  anotherone  that  get  back  the  warmed  air.
All  this  operation  is  managed  by  a  programmable 
electronic controller, sold with the collectors, that can 
be  integrated  with  the  ambient  thermostat.  
The external installation is performed with 4 simple 
fasteners, the collector adheres completely to the wall 
and  not  allowing  access  into  and  development  of 
colonies  of  insects  or  shelter  for  other  animals.  
The internal conformation is studied in order to avoid 
the  accumulation  of  dust  and  the  development  of 
harmful  bacteria  such  as  legionella.  
Its low profile, less than 10 cm, and its unusual bright 
gray, contribute to a more pleasant appearance and to 
reduce  the  visual  impact  on  the  buildings.  
The device can be conveniently installed in any wall 
facing south and having a good sun exposure, can be 
placed  under  a  window,  on  a  balcony  parapet  or 
above the roof, the perfect device for an easily attic 
heat.  
There are standard sizes designed to easily adapt to 
any type of building's space,  but you can also have 
custom applications  and measures,  as you can have 
collector's air access in the most appropriate locations 
to  avoid  damage  to  any   already  existings  under 
structures or to better manage positioning of furniture 
and other things within the room.
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TermoFlow© 
is available in 3 sizes:

• 150 x 70
• 150 x 100
• 200 x 100

… but even taylored on demand.

Investment mortgage: 
about 3 years 
CO2 voided: 450 kg/year

KWh and kg. of CO2 saved  in one 
month using a medium size 
TermoFlow . 
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TermoFlow© is  a  system  that  integrates  easily 
into  existing  structures  and  allows   significant 
energy  savings.                  
It's 'made with fully recyclable and safe materials, 
the  use  of  polycarbonate,  for  the  transparent 
surfaces, makes light, resistant and secure against 
the  risk  of  breakage  and  subsequent  injury  to 
property  or  persons,  in  addition  to  providing  a 
good  thermal  insulation.  
It  requires  no  maintenance  and  can  be  fully 
automated.  
It's  equipped with a control system which allows 
to  determine  the  optimum  operation  to  warm 
environments,  even  during  periods  of  prolonged 
absence.  
The  technology  used  to  realize  the  absorbent 
surface is very sensitive to the infrared band, so 
you  can  also  use  the  phenomenon  of  nocturnal 
radiation, to refresh, this function is managed by 
the  controller  suplied  with  the  device.  
It's  the  ideal  element  for  maintaining  healthy 
uncrowded  housing.
The range of sizes available allows you to adapt to 
different  rooms  types.  
It's  possible  to  get  devices,  with  specific 
adductor's locations in order to adapt to the needs 
of  the  buildings  and  internal  furnitures 
arrangement  or   installed  equipments.  
Module  surface  and  all  internal  and  external 
elements  are  made  without  the  use  of  paints  or 
substances  which  may  evaporate  and  emit 
polluting exhalation of any kind.
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Dimensions 150x70 150x100 200x100

Thermal power * 700 W 1050 W 1400 W

Dt tipical 30 °C 30 °C 30 °C

Surf. exposed 1 m2 1,5 m2 2 m2

Air flow 90  nm3 /h 135 nm3 /h 180 nm3 /h

Wheight Kg 10,5 kg 12 kg 15,5 kg

Usefull for area of: 16 m2 20 m2 30 m2

* Power tested with 1000 W/m2 of sun radiation
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